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SHOWER TENT

Dimensions

Lenght 2,0 m

Width 3,5 m

Height 2,5 m

Area 7 m2

Type Inflatable - High pressure

Temperature range - storing -40°C - +55°C

Temperature range - operational -32°C - +49°C

Snow load 50kg/m2

Service facility  ZEPELIN - Trenčín Slovakia

Working pressure 6-8 BAR

Overpressure valve 10 BAR

High Pressure Tent

Single corridor decontamination unit has a capacity approx. 20-25pax/h . 
It is designed to decontaminate personnel protective equipment as well as body
decontamination. 
High pressure ERA  structure is the most advanced solution for rapid deployement tents, it
offers bigger working area thanks to patented curved beams technology and it is set up in
matter of minutes. 
Does not require constant air supply.
Robust structure can withstand harsh environment conditions



MAIN TENT

Dimensions

Lenght 6 m

Width 3,5 m

Height 2,5 m

Area 21 m2

Type Inflatable - High pressure

Temperature range - storing -40°C - +55°C

Temperature range - operational -32°C - +49°C

Snow load 50kg/m2

Service facility  ZEPELIN - Trenčín Slovakia

Working pressure 6-8 BAR

Overpressure valve 10 BAR

High Pressure Tent



Material

Canopy PES fabric with double-sided PVC coating, with UV
resistant flame retardant treatment, 

Structure
Seamless high pressure Inflatable beams made of
high tenacity fiber fabric with internal EPDM rubber
liner, Fire retardant, UV resistant

Windows
Optional: Single layer window  are located in the roof
section of the shell to ensure sufficient daylight in the
tents. Material: transparent PVC film.

Floor Washable and disinfectable. Waterproof with non-slip
finish. 

Dividing walls Suspended from the tent structure. PVC material

Openings

Located in HVAC close to the ground, with protection
against water ingress, 125 mm electrical penetration
dimension

Anchoring

Galvanized steel "T" pegs 60/60x500mm + grey anchor ropes with 8mm diameter brake,
weight bags designed in number to ensure safe anchoring of tents according to climatic
conditions at the destination. Optional: Balast bags: Weight 1pc = 20kg. can be filled with
water or sand.

Bags PVC/ PES,FR with handles

MATERIAL SPECIFICATION

High Pressure Tent



SHOWER SECTOR

Shower Sector

The decontamination mixture in the Shower sector will be applied using a frame shower that is equipped with

side and top jets. The flow rate can be regulated between 30 - 38°C or can be mixed with cold water.

The same principle will be used to provide decontamination in the shower for cleaning the operator's PPE. Clean

water section and decontamination section are divided by the PVC curtain with door opening.

The water in this system will be supplied at low pressure with a flow rate of approx. 7l/min per rosette (+-10%).

Each shower segment has a separate decontamination pool for collecting processed water to prevent cross-

contamination. 
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DRAINAGE FLOOR FOR DECONTAMINATION POOLS

Parameters

Weight (kg) 1.95 (per piece)
Length (mm) 500
Width (mm) 500
Height (mm) 50

Floor is designed for wet floors and for areas with industrial traffic

They act as insulation - protecting the floor and feet from acids, various chemicals and seawater

Quick and easy installation without tools

Colour brown-red

Specification

Illustrative picture

High Pressure Tent



DIESEL WATER HEATER

Steel heating coil 300 bar, electrical equipment 230 V/50 Hz, temperature adjustable by thermostat,
galvanized steel pipes, safety equipment including flow switch, brass safety valve, galvanized steel screws
and fittings.

Output pressure: 4bar
Outlet temperature: 30 - 38 °C
Weight: 68 kg
Operating voltage: 230V / 50Hz
Power: 65-95 kW
Operating temperature: max. 95 °C
Exhaust temperature: max. 180 °C
Efficiency: >=91 %
Exhaust gas losses: <=9 %
Soot value (Bacherrach): 0 - 1
Dimensions: 760x450x747 mm

Description

High Pressure Tent



LIGHTING

Type LED

Coverage min. IP54

Input  230V / 50/60 Hz

Kelvin scale 4000 K

Luminous flow 3100 lm

Power 21 W white

Durable LED tent lamp 21W 230V with unbreakable polycarbonate tube and neoprene holders on both
ends,  
Switcher on each light
Provides suffiecient lighting for the entire tent 
Pass-through wiring
Manufactured in accordance with EN 61547, EN 55015, EN 55015-15, EN 61347-1, EN 61347-2-3.

General Data

Parameters:
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ANCHORING KIT

The tent shell contains anchor points around the entire lower and upper perimeter of the tent.

Pegs and winding ropes with brakes on the sides and fronts.

Galvanised pegs

The number of pins is the same as the number of anchor points + spare pieces for reserve.

The anchor set includes 8 mm diameter winding ropes, with the possibility of detaching and securing with

a slider, in the same number as the number of anchor points + spare ropes. Length of rope corresponding

to the possibility of winding the tent at an angle of 45° + reserve for the loop with tension brake. 

Hammer

Peg puller: 2 pcs.

Packing accessories : PVC bags
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REPAIR & SPARE PARTS KIT

Illustrative picture

4 spare anchor lugs;

Sheath patch 50 x 50 cm

2 pcs of zipper sliders;

4 pcs of winding ropes;

2 pcs pressure relief valve

2 pcs T-pins + 2 pcs cylinder pins.

Packed in PES packaging

Basic repair kit (glue, scissors, screws, etc.).

Repair & Spare parts Kit

High Pressure Tent



BOXES (OPTIONAL) AND BAGS

Packaging is designed for handling, transport and storage.
They shall contain a sufficient number of handles with appropriate, straps to ensure that the hygiene limits
for the weight of the load carried by hand
MATERIAL: PVC/PES, FR, UV
Appropriate bags / boxes are designed based on the transport reuqirements

Example of a Case for lighting

Example of a transport bag for tent Example of a case for accessories

Example of a transport box

High Pressure Tent


